
Luna - 50 mm
Technical sheet

Pipes: 13 Pipes 20 Pipes: 27

Material carbonsteel
Pipes - Ø 22x0,9
Collectors - mm 30x40x1,2
Connections 6x1/2’ * 
Brackets 4
Max. Pressure 10 bar
Max. Temperature 120 °C
Finishing Epoxydpolyester-powder
Packaging cartonbox

Included airvent

Standard: 4 brackets - 1 airvent and 3 blindplugs
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Weiß RAL 9016 - straight and curved
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Heat E
watt

Δт 50° C 
Exponent n

803 450 400 50 4,6 3,1 304 250 163 262 1297 300 1,22330
803 500 450 50 4,9 3,3 331 272 177 285 1413 300 1,22700
803 600 550 50 5,5 3,8 386 316 206 332 1652 300 1,23440
1188 450 400 50 6,9 4,5 454 372 242 391 1942 500 1,23385
1188 500 450 50 7,5 4,9 496 406 264 427 2123 500 1,23560
1188 600 550 50 8,5 5,6 580 475 308 499 2484 700 1,23909
1188 750 700 50 9,8 6,4 706 577 374 608 3024 700 1,24433
1600 500 450 50 10,5 5,9 679 556 361 584 2904 700 1,23603
1600 600 550 50 11,9 7,2 793 649 422 682 3392 700 1,23564
1600 750 700 50 14,0 8,6 965 790 513 830 4126 1000 1,23505
1785 500 450 50 11,2 7,5 763 625 406 657 3262 700 1,23623
1785 600 550 50 12,8 8,5 891 730 474 767 3808 1000 1,23410
1785 750 700 50 14,7 10,0 1082 886 577 931 4624 1000 1,23089




